
HELICON MK2 features:

High gloss finish         Real wood cabinets         Hybrid tweeter module         Low loss drivers

Vice grip binding posts           Spikes included with all models except 300 MK2 and C200 MK2

Designed in Denmark | www.dali.dk | www.dali.eu | www.dali-usa.com | www.dali-deutchland.de | www.dali-uk.co.uk

Available in:

Rosenut 

HELICON 800 MK2 HELICON 400 MK2 HELICON 300 MK2* HELICON C200 MK2** HELICON S600 MK2

Frequency Range +/- 3 dB [Hz]

Crossover Frequencies [Hz]

Sensitivity [2.83 V / 1m] [dB]

Nominal Impedance [ ]

Minimum Impedance [ ]

Maximum SPL [dB]

Recommended Amp Power [Watt]

Amplifier

High Frequency Drivers

Midrange Drivers [inch]

Low Frequency Drivers [inch]

Enclosure Type

Bass Reflex Tuning Frequency [Hz]

Terminals

Recommended Placement

Magnetic Shielding

Standby Power Consumption [Watt]

Dimensions [HxWxD] [mm]

Dimensions STAND [HxWxD] [mm]

Dimensions [HxWxD] [inch]

Dimension STAND [HxWxD] [inch]

Weight, speaker [kg/lb]

Weight, STAND [kg/lb]

Finish

31 - 27,000

580 / 3,000 / 13,000

89.5

4.0 

3.6 

113 

50 - 400

-

1 x 25 mm soft dome

1 x 10 x 55 mm ribbon

1 x 6½”

2 x 8”

Bass reflex

28.5

Bi-wire

Floor

Yes

-

1126 x 255 x 493

-

44.3 x 10 x 19.4

-

40.9/90.1

-

High gloss

cherry and rosenut

31.5 - 27,000

700 / 3,000 / 13,000

88.0

4.0 

3.7 

111

50 - 300

-

1 x 25 mm soft dome

1 x 10 x 55 mm ribbon

-

2 x 6½”

Bass reflex

32.0

Bi-wire

Floor

Yes

-

1026 x 219 x 457

-

40.4 x 8.6 x 18

-

31.7/69.7

-

High gloss

cherry and rosenut

37 - 27,000

3,400 / 13,000

86.0

4.0 

4.3 

108

50 - 200

-

1 x 25 mm soft dome

1 x 10 x 55 mm ribbon

-

1 x 6½”

Bass reflex

34.5

Bi-wire

Stand

Yes

-

435 x 208 x 356

555 x 281 x 405

17.1 x 8.2 x 14

21.9 x 11.1 x 15.9

9.8/21.6

20.5 /45.2

High gloss

cherry and rosenut

* STAND is optional

49 - 27,000

2,800 / 13,000

90.0

4.0

3.8

111

40 - 250

-

1 x 25 mm soft dome

1 x 10 x 55 mm ribbon

-

2 x 6½”

Bass reflex

36.0

Bi-wire

above/below screen

Yes

-

210 x 650 x 435

-

8.3 x 25.6 x 17.1

-

18.4/40.5

-

High gloss

cherry and rosenut

**STAND available 

25 - 175

45 - 120

-

20k 

20k 

117

-

300 W RMS / 600 W Peak

-

-

-

2 x 12” long throw

Closed box

-

Phono/RCA

Floor

Yes

1.5

642 x 420 x 415

-

25.3 x 16.5 x 16.3

-

40.0/88.1

-

High gloss

cherry and rosenut
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[ HELICON 400 MK2 | Cherry ] 

Cherry 


