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Pretty is as pretty does

LT 4 "5.1-Set L"

Treat yourself to an authentic cinema experience in your own living room. Or would you rather transform your
home into a concert hall? With the LT4, both options are possible: This system is equipped for high-impact and
utterly natural sound with movies, music and gaming.

Highlights: ¢ 5.1 home cinema set with 3-way Hi-Fi speaker towers made from aluminium

e Balanced sound reproduction and superior mid-range with film and gaming
sound

¢ Slim columns made from high quality, brushed aluminium for perfect integration
in any living space

¢ 4 mid-range drivers + 1 tweeter per column for excellent speech intelligibility &
natural sound reproduction

e Powerful T 8 subwoofer can be used as a front or down-firing subwoofer and
can be wirelessly controlled

8 week right of return Up to 12 year guarantee Free & easy returns Directly from manufacturer
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Included components

e 4 x Pair Column Speaker L 430 FR (pcs.)
e 1 x Centre Speaker L 430 C
e 1xT 8 Subwoofer

Specifications

Centre Speaker L 430 C:

Speaker Acoustic principle
Enclosure type
Continuous power handling (IEC - Long Term)
Peak power capacity (IEC - Short Term)
Sensitivity (2.83V /1 m)
Minimum amplifier output power recommended
Maximum sound pressure level
Impedance
Frequency range from/to
Crossover frequency internal switch
Crossover frequency to Woofer (recommended)
Tweeter (number per enclosure)
Tweeter (diameter)
Tweeter (material)
Midrange driver (number per enclosure)
Midrange driver (diameter)
Midrange driver (material)
Woofer (number per enclosure)
Woofer (diameter)
Woofer (material)
Enclosure material
Enclosure surface
Net internal volume
Wall mounting brackets
Keyhole plate mounted
Terminal clamps
Suitable for banana plug
Maximum cable diameter
Suitable for AV receiver

Dimensions Depth
Width
Height

8 week right of return Up to 12 year guarantee Free & easy returns

LT 4"5.1-Set L"

3-Way-System

Closed
70 Watt
100 Watt
86 dB

20 Watt

101 dB/1m

4-8 Ohm
135/20000

Hz

450/2800 Hz

120 Hz

1

19.00 mm
Fabric

2

80.00 mm

Paper, coated

2
80.00 mm

Paper, coated

Aluminium
Brushed
3.80 Litres
Yes

Yes

Pole terminals, gold-plated

Yes

2.50 mm
Yes

9.60 cm
46.50 cm
9.10 cm
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Weight
Miscellaneous

Pair column speaker L 430 FR (pcs.):

Speaker

Dimensions

T 8 Subwoofer:

Speaker

8 week right of return

Acoustic principle

Enclosure type

Continuous power handling (IEC - Long Term)
Peak power capacity (IEC - Short Term)
Sensitivity (2.83V /1 m)

Minimum amplifier output power recommended
Maximum sound pressure level
Impedance

Frequency range from/to

Crossover frequency internal switch
Crossover frequency to Woofer (recommended)
Tweeter (number per enclosure)
Tweeter (diameter)

Tweeter (material)

Midrange driver (number per enclosure)
Midrange driver (diameter)

Midrange driver (material)

Woofer (number per enclosure)

Woofer (diameter)

Woofer (material)

Enclosure material

Enclosure surface

Net internal volume

Terminal clamps

Suitable for banana plug

Maximum cable diameter

Suitable for AV receiver

Depth

Width

Height

Weight

Miscellaneous

Acoustic principle
Downfire

Up to 12 year guarantee

Free & easy returns

LT 4"5.1-Set L"

2.50 kg

Information regarding depth
including integrated wall mount

3-Way-System
Closed

70 Watt

100 Watt

86 dB

20 Watt

101 dB/1m
4-8 Ohm
135-20000 Hz
450/2800 Hz
120 Hz

1

19.00 mm
Fabric

2

80.00 mm
Paper, coated
2

80.00 mm
Paper, coated
Aluminium
Brushed

3.80 Litres
Pole terminals, gold-plated
Yes

2.50 mm

Yes

9.10 cm

9.10 cm
114.30 cm
5.80 kg

Height measurements include

base plate

1-Way-System
Yes

Directly from manufacturer
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Connections

Electronics

Dimensions

8 week right of return

Frontfire

Enclosure type

Maximum sound pressure level
Frequency range from/to
Woofer (number per enclosure)
Woofer (diameter)

Woofer (material)

Enclosure type

Enclosure material

Enclosure surface

Equalisation openings
Integrated stand
Miscellaneous

Suitable for AV receiver
Cinch input
Miscellaneous

Miscellaneous

Lowest frequency (-3 dB)
Bass boost/EQ

Input gain adjustment
Frequency regulator (range)
Level control

Phase control
Miscellaneous

Amplifier technology

Amplifier configuration

Amplifier channels

Power output capacity impulse (peak) Bass
Power supply voltage
Standby-Function

Standby-Power consumption

Maximum power consumption

Mains lead fixed

Safety class

Fuse

Storage for settings when disconnected
Automatic on/off

Depth

Up to 12 year guarantee

Free & easy returns
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Yes

Bass reflex
111 dB/1m
33-200 Hz Hz
1

200.00 mm
Aluminium
Bass reflex, DPU
MDF

Matte coated
1

Yes

Reflection channel in DPU
technology avoids flow noises,
stable MDF housing structure
with internal bracing

Yes
1

Suitable for installation directly
on the wall

Can be wirelessly controlled
37 Hz

Yes

Yes

37 - 200 Hz Hz

Yes

Yes

Can be used either front- or
down-firing

Class-D
1.0

1

100 W
230 Volt volts
Yes

1 watt
100 watt
Yes

2

Yes

Yes

Yes
38.00 cm

Directly from manufacturer
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Width 31.10 cm
Height 42.30 cm
Weight 11 kg

Copyright Lautsprecher Teufel GmbH 2019 - Date: 30.09.2019
All information on this website is subject to change without notice including technical changes, errors and omissions. Pictured accessories are not necessarily included.

8 week right of return Up to 12 year guarantee Free & easy returns Directly from manufacturer


http://www.tcpdf.org

