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DM 2/6 DM 2/7

Sensitivity (2.83 V/1 m) 86 dB

IEC Long Term Power Handling > 150 W 

Impedance (nominal) 4 ohms

Weight 7.5 kg

Dimensions (W x H x D) 215 x 355 x 265 mm
(8.5 x 14 x 10.4 inch)

The DM 2/7, in its classic compact loudspeaker size, is 
ideal for medium sized rooms and can easily be placed 
on a bookshelf or on a small stand – even when space 
is limited.

The 6.5 inch (17 cm) MSP mid/bass driver works in perfect 

harmony with the 1.1 inch (28 mm) coated soft dome 

tweeter. The linear impedance and high power handling of  

the DM 2/7 make system integration easy. The very solid 

front baffle and the rigid and additionally braced cabinet 

reduce unwanted resonances, even at higher volumes.

The DM 2/7 is a perfectly balanced combination of  a 

relatively compact cabinet size and an excellent sound 

performance in a wide frequency range.

Technical Specifications

The DM 2/6 is the most compact model and is ideal for 
small to medium sized rooms or any application where 
space is limited. Its small size also allows for easy and 
discreet placement on a bookshelf or sideboard.

A linear and high impedance makes the DM 2/6 easy to 

drive for any amplifier, while Dynaudio sound quality is 

guaranteed by a coated soft dome tweeter, 5.5 inch (14 cm) 

mid/bass driver and a high quality crossover. Designed with 

a finely tuned bass reflex system, the DM 2/6 also offers  

an impressive low frequency performance for its size. 

Unwanted resonances are reduced by the solid front baffle 

and rigid cabinet, as well as by the highly rigid die-cast 

aluminium mid/bass driver basket.

The DM 2/6 is a perfect example of  a very compact, cost 

effective and most versatile loudspeaker delivering authen-

tic Dynaudio sound quality.

Technical Specifications

Sensitivity (2.83 V/1 m) 86 dB

IEC Long Term Power Handling > 150 W 

Impedance (nominal) 6 ohms

Weight 5.6 kg

Dimensions (W x H x D) 170 x 292 x 240 mm
(6.7 x 11.5 x 9.4 inch)



DM 3/7 DM Center

Dynaudio DM Series

Ultra-compact center channel loudspeaker combining 
ease of integration with a high level of sound quality. 

The DM Center combines compact size with high quality 

Dynaudio driver technology. In a center channel loud-

speaker, undistorted, clean, clear reproduction of  midrange 

and high frequencies is especially crucial. Therefore, the 

DM Center is equipped with the renowned Dynaudio coated 

soft-dome tweeter and two special 4.3 inch (11 cm) MSP 

mid/bass drivers.

The DM Center is the ideal addition to a DM home theatre 

setup, for example with the DM 3/7 floor-standing or DM 2/7

compact loudspeakers as front speakers, and the compact 

DM 2/6 model as rear speakers.

Sensitivity (2.83 V/1 m)  86 dB

IEC Long Term Power Handling > 200 W 

Impedance (nominal) 4 ohms

Weight 18.0 kg

Dimensions (W x H x D) 204 x 960 x 275 mm
(8 x 37.8 x 10.8 inch)

Technical Specifications

Sensitivity (2.83 V/1 m)  86 dB

IEC Long Term Power Handling > 150 W 

Impedance (nominal) 4 ohms

Weight 7.0 kg

Dimensions (W x H x D) 500 x 130 x 210 mm
(19.7 x 5.1 x 8.3 inch)

Technical Specifications

High-performance 2-way floor-standing loudspeaker 
offering remarkable value-for-money. 

This latest Dynaudio DM series model features two 6.7 inch 

(17 cm) MSP (magnesium silicate polymer) mid/bass  

drivers equipped with large 3 inch (75 mm) diameter 

aluminium voice coils and rigid, low-resonance die-cast 

aluminium driver baskets. Combined with a large internal 

cabinet volume and a very solid 1 inch (25 mm) front baffle, 

these proprietary drivers provide the DM 3/7 with the foun-

dation for a very powerful, dynamic bass performance.

The DM 3/7 is one of  the finest floor-standing loudspeaker 

offering in its price range.


